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EKOCLEAN

EKOCLEAN is an innovative cleaning

product which uses a patented system

involving BRUSHING + DRAINAGE to

guarantee effective, thorough cleaning

of the filter cartridge as well as the

container, unlike other products on the

market which eliminate only the dirt

accumulated in the jar without cleaning

the cartridge. In addition, Ekoclean also

drains out impurities that are suspended

in the water.

Ekoclean is fast and easy to use.

A clockwise turn of the knob is all that

is required to automatically activate, with

each click, the BRUSHING + DRAINAGE

system.  This operation can generally be

carried out every 15 or 20 days, but if the

water is especially dirty, we advise

activating Ekoclean more frequently (when

necessary).

Ekoclean is compact and robust, and fits

into small spaces. It has been designed in

conformity with Italian and European

regulations.

ekoclean
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TOPCLEAN

TopClean is a self-cleaning system with

double action.  A simple manoeuvre

activates high-speed counter-wash with

water and a brush that cleans the surface

of the filter cartridge, guaranteeing

thorough cleaning.

Water enters the filter, passes through

the diverter, flows down through the filter

cartridge from the exterior to the interior,

and comes out clean.  By turning the knob

clockwise the filter cartridge turns 90°

and is automatically cleaned by the

brushes located in the jar.  At the same

time the incoming water is diverted by

the rotation and runs through the

counter-wash filter, then enters the turbo-

spray which sprays uniformly at high

speed over the entire filter cartridge

surface from the interior towards the

exterior.  Finally, the water comes out of

the discharge together with the waste.

The filter cartridge, made of stainless steel

mesh, maintains a constant degree of

filtration over time and guarantees

uniformity.

topclean
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AQUAMATIC
Aquamatic is a completely automatic,

self-cleaning filter that supplies filtered

water constantly for a considerable period

of time without the need of maintenance.

Aquamatic is equipped with an

electronically controlled programmable

automatic timing system.  It activates

the filtered water counter-wash cycle

(a patented system), which guarantees

perfect cleaning of the filter cartridge

as well as the elimination of waste from

the jar.

Aquamatic also works to clean the filter

cartridge independently of the set time

program, since it has a hydraulic

differential that constantly checks the

state of the filter element and activates

the counter-wash when a differential

pressure of 0,5 bar is detected.

This device prevents the filter from

clogging at all times.

The counter-wash filter inserted on the

top serves to filter the water needed for

cleaning the main cartridge, as well as to

simultaneously deliver filtered water for

use.

The connection plate on the filter is made

of extremely strong hot-pressed OT58,

and can be rotated 360°.  If the pressure

goes off, there is the non-return valve in

the filter, to avoid water from flowing

back.

Operating program:

AQUAQMATIC is equipped with an

electronically incorporated  program set

to activate a double cleaning cycle every

12 – 24 – 36 – 48 hours according to

requirements. Upon request a special wash

cycle of 2-16 hours is available. The

Hydraulic Differential Sensor, continuously

controls the status of the filter element

and activates a back wash cycle when a

differential pressure of 0,5 bars is detected.

This does not change or vary any

previously set cycle program that has been

set. This system guarantees an adequate

cleaning of the filter element, thus

insuring a perfect efficiency of the filter

itself and avoiding any possible clogging

within certain limits. The time required

for 1 back washing cycle is 19 seconds

with a consumption of 6LT. of water at

an average pressure of 3 bars. The time

required for 2 back washing cycles is 38

seconds with a consumption of 12 LT.

aquamatic
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Appliance for treating drinking water for domestic and industrial
use automatic self-cleaning filter (patent 01268963)

THE ADVANTAGES

Washing program
Timed with a differential pressure
drop system

Filter cleaning
with a Patented system:
high speed
BRUSHING
+ COUNTER-WASH
with filtered water

Reduced water consumption
water for counter-washing

No interruption
of filtered water
during counter-washing

Filtering cartridge
in AISI 304 stainless steel

Micron rating
Standard 89 micron.
Upon request 30-150 micron also
available .

Made with materials
and characteristics
required by
current standards
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BRAVOMAX

The BravoMax filter is made entirely of

hot-painted stainless steel, with the

filtering element made of Aisi 304 stainless

steel.  It filters 150 - 200 microns.

During cleaning, the filter is brushed by

a rotating system that simultaneously

removes waste.  The wash operation is

carried out manually in the semi-

automatic filter, and automatically in the

automatic filter.

Semi-automatic BravoMax - To wash the

cartridge, turn the knob on top of the

filter.

Automatic BravoMax - An electronic

system washes the cartridge according to

pre-set times and/or using a differential

that shows the degree of clogging in the

cartridge.

BravoMax must be installed with a by-

pass and a visible discharge.  For the

automatic model, an electrical outlet is

necessary.

bravomax













W A T E R  S Y S T E M

Branches:

AQUA ITALIA SRL: Via E. Greco,5 – 02100 Vazia (Rieti) / Phone +39 0746 221420 – Fax +39 0746 221424 / Web: www.aqua.it – e-mail: inforieti@aqua.it

AQUA WATER SYSTEMS LTD: Stourport-on-Severn DY13 9QB / Phone: +44 (0)1299 827703 - Fax: +44 (0)1299 827704 / e-mail: info@askaqua.co.uk - Web: www.askaqua.co.uk

AQUA FDI Sarl: 95300 Pontoise / Phone:+33 (0)1 30304040 - Fax:+33 (0)1 30301810 / Web:www.aqua-fdi.com - e-mail:contact@aqua-fdi.com

AQUA FILTRACION S.A.: Pol. Ind. Castellbisbal Sud 08755 Castellbisbal, Barcellona / Phone:+34 (0)93 7711855 - Fax:+34 (0)93 7711772 / e-mail:info@aqua.es - Web:www.aqua.it

SECURA B.C. Sp. z o.o.: 04-388 Warsaw / Phone:+48 (0)22 8134569 - Fax:+48 (0)22 8132949 / e-mail:secura@secura.com.pl - Web:www.secura.com.pl

S.C. ROM-AQUA SRL: 310031, Arad / Phone:+40 (0)257 216601 - Fax:+40 (0)257 216602 / e-mail:romaqua@zappmobile.ro - selin@rdslink.ro - Web: www.filtre-apa.ro

AQUA  SU ARITIMI SAN.TIC.MUHENDISLIK LTD: RIHTIM CAD.FRANSIZ GEDICI C BLOCK 59/38, KARAKOY ISTANBUL / Phone: 0090 212 2920400 / Fax: 0090 212 2920323
e-mail: info@aqua.com.tr / Web: www.aqua.com.tr

Head Office:

AQUA S.p.A.: 42018 San Martino in Rio, (RE) / Phone:+39 0522 695805/85 - Fax:+39 0522 646160 / e-mail:aqua@aqua.it - Web:www.aqua.it
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